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Fig. 1. (a) RetroSphere provides a low-power 6DoF tracking solution for AR glasses using an accompanying passive retroreflec-
tive stylus. (b) Users interact with 3D VR/AR user interfaces via RetroSphere enabled glasses and accompanying retroreflective
stylus. (c) RetroSphere can be used for writing or drawing on any surface, 3D free-form painting, and 3D menu controls.
(d) “RetroPen” is an AR Pencil prototype for seamless AR drawing experiences with RetroSphere enabled glasses. (e) Our
“RetroRing” prototype consists of two retroreflective finger rings: one worn on the index finger and the other worn on the
thumb. The two finger rings can be used together to interact with 3D user interfaces through finger gestures such as tap
and pinch. (f) We designed “RetroSense”, a RetroSphere integrated prototype for smart home sensing using retroreflective
markers.
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Advanced AR/VR headsets often have a dedicated depth sensor or multiple cameras, high processing power, and a high-
capacity battery to track hands or controllers. However, these approaches are not compatible with the small form factor
and limited thermal capacity of lightweight AR devices. In this paper, we present RetroSphere, a self-contained 6 degree of
freedom (6DoF) controller tracker that can be integrated with almost any device. RetroSphere tracks a passive controller
with just 3 retroreflective spheres using a stereo pair of mass-produced infrared blob trackers, each with its own infrared
LED emitters. As the sphere is completely passive, no electronics or recharging is required. Each object tracking camera
provides a tiny Arduino-compatible ESP32 microcontroller with the 2D position of the spheres. A lightweight stereo depth
estimation algorithm that runs on the ESP32 performs 6DoF tracking of the passive controller. Also, RetroSphere provides an
auto-calibration procedure to calibrate the stereo IR tracker setup. Our work builds upon Johnny Lee’s Wii remote hacks
and aims to enable a community of researchers, designers, and makers to use 3D input in their projects with affordable
off-the-shelf components. RetroSphere achieves a tracking accuracy of about 96.5% with errors as low as �3.5 cm over a 100
cm tracking range, validated with ground truth 3D data obtained using a LIDAR camera while consuming around 400 mW.
We provide implementation details, evaluate the accuracy of our system, and demonstrate example applications, such as
mobile AR drawing, 3D measurement, etc. with our Retrosphere-enabled AR glass prototype.

CCS Concepts: • Human-centered computing ! Interaction devices ; Mobile devices; • Hardware ! Sensor devices
and platforms .

Additional Key Words and Phrases: Retroreflectors, Augmented reality, Virtual reality, Infrared marker tracking, Augmented
reality glasses
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1 INTRODUCTION
In recent years, spatial interaction has become mainstream with support being provided by both Android and
iOS through their AR SDKs [6, 7, 32]. AR SDKs provide smartphones with access to perception tools to enable
interactive AR applications [31], such as measurement apps [? ], AR gaming apps [19], AR shopping apps [5],
and social media apps with built-in AR experiences [22]. Lightweight AR glasses are also being developed by
many companies [11, 13, 15] and research teams [49]. However, AR experiences supported by lightweight devices
don’t provide dedicated 3D input sensors, unlike most VR systems. For example, mobile AR applications usually
requires tracking visual features from either the environment or a fiducial marker using the rear-facing camera.
More sophisticated AR headsets, such as Microsoft HoloLens, have a dedicated depth sensor, a strong processor,
and high battery capacity to track a controller or hands in 3D [14, 58, 65]. In contrast, many VR systems have
active 6DoF controllers that allow for 6DoF tracking as well as buttons and joystick-based input. However, these
approaches utilize a significant amount of computation power, require a high battery capacity on the device, or
are large and unsuitable for use while engaging in everyday activities with future AR glasses. With the current
AR/VR trackers, power consumption arises from two crucial factors - (1) CPU executing the controller tracking
algorithm and (2) Camera hardware.
(1) CPU Power- Running a traditional camera continuously for 3D tracking requires the addition of compute-

intensive image processing pipelines running on the chips. For AR glasses, such as Ray-Ban Stories, Snap
Spectacles, Nreal, North, Vuzix Blade, or Google Glass, running these algorithms continuously would incur
a high CPU load and more quickly drain the battery of such lightweight devices. For instance, an ARM
CPU executing a simple OpenCV-based canny edge detection consumes around 870-1200 mWon the CPU
of an iPhone 8 Plus CPU (Apple A11 Bionic) and 1400 mWon an Odroid-XU3 board [38].

(2) Camera Power- There is also significant power consumption by the camera hardware in the smartphone
itself. In an earlier work [60], it has been shown that the power consumption of a Nexus 6 smartphone
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camera varies between 800 mWto 3000 mWdepending on the image resolution and frame rate. LIDAR
scanners on smartphones and tablets used for depth sensing also consume substantial power. We found out
that the LIDAR scanner in the iPad Pro 12 consumes an average of 4000 mw.

In the future, we envision users interacting with their lightweight AR glasses or other 3D systems spontaneously
throughout the day, where 3D stylus interaction always runs in the background and becomes an always-available
input mechanism to turn on the display, invoke applications, point to objects in the real world, etc. Due to
form-factor constraints and limited thermal capacity, these devices will have very strict requirements concerning
high compute and power consumption with always-on RGB cameras.
In this paper, we present RetroSphere, a low-power and low-compute self-contained 6DoF tracker that can

provide spatial input on almost any device. Our work builds upon Johnny Lee’s Wii remote hacks [41] and aims to
enable a community of researchers, designers, and makers to integrate 3D input into their projects with affordable
off-the-shelf components. Similar to Lee’s Wii remote hacks, we make use of low-cost and mass-produced infrared
blob tracking cameras equipped with co-located infrared (IR) illuminators (consisting of 4 low-power IR LEDs) to
track a stylus-like controller with just 3 retroreflective spheres. We place the IR cameras in a stereo configuration,
allowing us to triangulate the exact 6DoF positioning of the target. The IR cameras directly output the 2D
coordinates of tracked IR illumination sources, while the 3D triangulation of the 2D points is processed on a
tiny, low-power ESP32 microcontroller. Using retroreflective markers allows our 3D tracking approach to be
integrated into devices of various form factors, such as a wand, pen, wristband, ring, or customized 3D-printed
objects. With AR glasses being the hope for the next wave of everyday tech devices, RetroSphere will enable
practitioners to make use of affordable off-the-shelf hardware components to support low-power and low-cost
3D input.
The main contributions of our work are:

� We present (1) RetroSphere - a self-contained low-power and low-compute 6DoF controller tracker and (2)
a passive/power-free stylus-like controller for providing low-cost 3D input in resource-constrained devices.
We open-source1 our design which uses affordable, off-the-shelf hardware consisting of stereo infrared
trackers with co-located emitters, that can be prototyped, 3D-printed, and attached to any device, such as a
smartphone or AR Glasses for tracking passive pen-like stylus with three tiny retroreflective spheres.
� We present an automatic calibration technique for the stereo infrared trackers with the users randomly
waving their stylus in mid-air. In addition, we demonstrate how only three marker coordinates available
from stereo infrared trackers are enough to achieve an on-device, low-compute depth estimation algorithm
in RetroSphere. Using an on-device neural network-based occlusion correction technique, RetroSphere also
solves marker occlusion caused by our hands while operating the RetroSphere stylus.
� We evaluate our RetroSphere-enabled AR glasses prototype with 20 participants and find that RetroSphere
provides high-accuracy tracking with low errors of approximately 3.5% at depth estimation and 4.5% at
orientation against ground-truth 3D measurements from a commercial LIDAR sensor. We also evaluated
the impact of the various factors such as motion, hand movement speeds, lighting conditions and marker
occlusion on the performance of RetroSphere.
� We demonstrate a variety of mobile AR applications enabled by RetroSphere including in-situ 3D drawing,
3D user interfaces, and real-time 3D measurements. Finally, we demonstrate three use cases realized with
our RetroSphere hardware - (a) AR Pencil with pressure sensing, (b) RetroSphere finger attachments for UI
control in future AR glasses, and (c) monitoring smart-home appliances with RetroSphere.

1RetroSphere Project webpage - https://retrosphere.github.io/ and RetroSphere’s open source hardware design - https://github.com/
AnantaBalaji/RetroSphere
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2 BACKGROUND AND RELATED WORKS
In recent years, real-time spatial tracking of pen-like (3 to 6-DoF) controllers has been actively investigated for
providing more expressive interactions in VR and AR applications. VR and AR controller sensing approaches
can be broadly categorized into (a) camera-based, (b) electromagnetic, and (c) laser/MEMS-based tracking. We
summarize current state-of-the-art controller tracking techniques organized based on power consumption and
computational requirements in the sections below.

2.1 Camera-based Tracking
The most popular VR-controller tracking approach is to apply object tracking approaches to the image obtained
from RGB or infrared cameras. Leap Motion [33] uses a hand gesture recognition system with stereo infrared
cameras mounted on the head-mounted displays. Oculus Touch [17] uses a set of handheld input devices equipped
with a ring of infrared LEDs to allow for real-time 3D tracking. Since controllers are equipped with IR LEDs,
they can only run continuously for 37 hours [2]. Oculus Quest [16] and Rift make use of 4-5 cameras on the
head mounted display(HMD) to track points in the environment and infrared LEDs on the controllers. HTC Vive
Focus [8] makes use of a pair of VR controllers that can be tracked with cameras attached to the HMD display.
POL360 [37] is a universal motion controller that makes use of light polarization for 6DoF tracking. However, it
can only operate for 4 hours with a 1200 mAh battery. All the above-mentioned tracking hardware as well as
compute approaches require high power overhead and computational resources, thereby making them unsuitable
for resource-constrained AR devices.

Table 1. Comparison of RetroSphere against state-of-the-art 3D tracking approaches.

Tracking approach Is controller
passive?

Power consumed
by electronics on
the smartphone

Computation involved
in tracking Form-factor Tracking

range(cm)
Power
consumption(mW)

Leap Motion [33] No High High N/A 80 2500
Oculus Touch [17] No High High Handheld 300 N/A
POL360 [37] No High High Handheld 200 1270
Auraring [51] No Low Low Ring 10 75.64
Laser/MEMS tracking [46] No High High Simple Pen/stylus-like 100 1000

ARPen [59] Yes High High
Pen-like with
dodecahedron
markers

40 5000

DodecaPen [64] Yes High High Pen-like with
cube markers 40 5000

RetroSphere Yes Low Very Low Simple Pen/stylus-like 100 400

In recent years, there have been a few techniques for real-time tracking of a controller with a mobile phone.
2D binary square fiducial trackers [47, 56] have become building blocks for many AR applications. The four
corners of markers can be recognized using a mobile phone camera and used to obtain the 6DoF position and
orientation. DodecaPen [64] leverages the aforementioned approach and makes use of a 3D-printed dodecahedron
pen with each side having a fiducial marker. However, DodecaPen can only work with a fixed camera. ARPen [59]
leverages a similar form factor as DodecaPen and uses Apple’s ARKit to track a cube of fiducial markers attached
to the end of the controller with a phone camera. ARPen only works well in scenarios where only very small
movements are involved. In addition, their tracking approach also involves heavy computation and would impose
high power consumption on the mobile phone. We compare RetroSphere against ARPen in section 4 and show
that RetroSphere achieves 10X power savings over ARPen. Ad hoc UI [31] learns features of everyday objects
on-the-fly with a phone camera and tracks their 6DoF poses, yet requiring higher compute than DodecaPen and
ARPen on the mobile device.
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2.2 Electromagnetic Controller Tracking
Lyons [44] demonstrated a DC 2D electromagnetic tracking approach with a Google Cardboard device. This
approach senses a permanent magnet with the help of a magnetometer and other smartphone sensors. Syn-
chroWatch [53] makes use of a permanent magnet attached to a thumb ring to identify finger gestures. AC
magnetic tracking systems have reported sub-millimeter level tracking accuracy [20] and can work for long
ranges of over 100 cm. They are used in current VR headsets such as Magic Leap and Razer Hydra. However,
these high-power systems have a battery life of only 10 hours [21]. Most recently, AuraRing [51] made use
of low-power short-range AC communications to precisely track a magnetic ring from a wristband. Although
Auraring only consumes 2.34mW on the ring controller and 73.3mW on the wrist tracking hardware, it can only
support distances of up to 10cm.

2.3 Laser/MEMS-based Controller Tracking
Laser imaging systems have been used for precise 3D sensing for tracking in VR/AR headsets. Milanovic̀’s laser
imager [46] makes use of a MEMS mirror scanning module to send low-power pulses within the field of view and
uses a single photodiode to measure the reflected light. However, laser imaging systems require a MEMS mirror
and a light source to be placed on the mobile phone to perform 3D tracking of the retroreflective controller. This
setup is very hard to achieve on a resource-constrained device.

All the above controller tracking approaches cannot provide low-power and low-compute 3D tracking. Table 1
compares our approach against state-of-art tracking approaches in terms of form-factor, power consumption,
amount of computation involved with tracking, tracking range and power consumption.

2.4 Infrared Camera-based Tracking
Energy-efficient infrared camera-based tracking has been extensively investigated in the past. Zsense [63] uses
infrared sensors and emitters arranged in specialized patterns to perform 2D gesture sensing with a low power
consumption of 60.2mW. Wavesense [62] performs hand tracking up to 20cm with infrared sensors and emitters
integrated into a commercial VR headset with just 69.7mW per second. RetroSphere draws inspiration from
Johnny Lee’s [41] projects on interaction techniques supported or enabled by the Wiimote infrared blob tracking
cameras. Johnny Lee made use of Nintendo Wii infrared cameras for highly interactive applications, such as
2D finger tracking, interactive whiteboard displays powered by an IR-emitting light pen, and head tracking for
desktop VR displays. Wiimote IR trackers have been shown to be effective at outdoor target positioning even
under extremely sunny weather conditions with the help of IR beacons with specially encoded patterns [43].

Rigid constellations of retroreflective spheres have been shown to provide effective 6DoF tracking with multi-
view infrared cameras [45]. De Amici et al. [25] propose a more affordable sub $1000 alternative to professional
motion tracking systems using multiple Wiimotes to track the 6DoF transform of retroreflective markers with an
average error of 5 mm. Scherfgen and Herpers [54] demonstrate that stereo calibration can be performed with a
reflective calibration board, while Petrič et al. [52] propose multi-camera calibration with a robotic arm. Kim
et al. [40] extend the capabilities described above with a pair of high-resolution infrared cameras to efficiently
estimate the depth of contours between retroreflective and regular materials.

While RetroSphere shares a similar stereo camera configuration, our work focuses on a lightweight software
and hardware architecture that is suited for mobile applications. We further demonstrate interactive real-time
use cases with AR application examples.
One major advantage of marker-based tracking approaches is the lack of electronics associated with the

controller. The controller can be a pen with just a retroreflective sphere. The other major advantage is that the
tracking approach only requires stereo infrared blob tracking cameras and a few IR LEDs for illuminating the
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Fig. 2. High-level overview of RetroSphere.

scene. This hardware setup reduces the computation signi�cantly since the retrore�ective marker detection and
tracking can be o�oaded in a dedicated low-power microcontroller.

In our paper, we demonstrate RetroSphere. A 3D tracker, which makes use of an o�-the-shelf attachment
for smartphones and AR glasses comprising of stereo infrared cameras equipped with infrared illuminators
(with only 4 infrared LEDs for each IR camera) to perform 6DoF tracking of a pen/stylus-like controller with
3 retrore�ective spheres. Our approach completely gets rid of the computation overhead involved in the 6DoF
tracking of the controller since the entire computation required for 6DoF tracking can be completely done using
a low-power, tiny ESP32 microcontroller on the hardware attachment.

3 RETROSPHERE 6DOF TRACKING SOLUTION
The main design goals of RetroSphere are:

(1) Low-power tracking hardware - RetroSphere's tracking hardware is designed for very low-power
consumption to always run in the background for continuous 3D tracking. In addition, the RetroSphere
stylus is completely passive and doesn't require any power.

(2) Accurate 3D input - RetroSphere's 3D tracking algorithm is built to achieve highly accurate 6DoF tracking
for 3D AR inputs.

(3) Ease of integration - RetroSphere is made with low-cost and a�ordable hardware components which can
be easily integrated into future AR glasses.

(4) DIY o�-the-shelf hardware - RetroSphere is self-contained and can be easily mounted on existing AR
glasses or lightweight devices to provide cheap and accurate 3D input.

3.1 High-level Overview of RetroSphere
RetroSphere consists of a passive stylus-like controller with three retro-re�ective spheres. The retrore�ective
spheres, when illuminated with an infrared light source, re�ect back the light in the same direction. An infrared
tracking camera placed near the infrared light source captures the re�ected light from the retrore�ective sphere
and identi�es the 2D position of the spheres present in the RetroSphere controller. RetroSphere utilizes a stereo
infrared tracker setup - each equipped with an infrared scene illuminator. Fig. 2 shows a scene illuminated by
infrared LED emitters from the stereo infrared cameras and the retrore�ective spheres captured in the left and
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Fig. 3. Example prototypes built with RetroSphere system. (a) A RetroSphere AR glasses prototype with sensors mounted on
a 3D-printed frame. (b) A user is wearing our RetroSphere glasses for tracking the 6DoF poses of the RetroSphere stylus. (c)
Our RetroSphere stylus consists of three retroreflective markers, forming an obtuse triangle, with each having a di�erent
diameter.

the right infrared tracker image. As shown in Fig. 3(a), we attached RetroSphere to an AR Glass-like prototype.
The step-by-step work�ow of RetroSphere, shown in Fig. 2, is explained as follows:

(1) The user performs 3D input with the RetroSphere stylus in their hand, while infrared LEDs around the
cameras illuminate the retrore�ective spheres present in our RetroSphere stylus.

(2) The spheres re�ect back the infrared illumination, which is captured by the infrared stereo tracking cameras.
(3) The 2D coordinates of the three spheres are estimated by each camera and sent to the ESP32 microcontroller

via I2C.
(4) The 2D coordinates of the three spheres from the left and right cameras are matched on the microcontroller.
(5) Our simple depth estimation approach running on an ESP32 microcontroller (explained in section 3.3)

triangulates the 3D position (x, y, z) of each sphere on the stylus based on their 2D positions.
(6) Once the 3D positions of all three retrore�ective spheres are estimated, we can calculate the 6DoF orientation

of the stylus making use of the geometry in which the spheres are placed at the stylus.

The 6DoF tracked RetroSphere stylus can be used in combination with AR SDKs, such as Unity3D, ARCore
SDK [6], or ARKit XR [4] to drive highly interactive AR applications on resource-constrained smartphones or AR
glasses.

3.2 Hardware Details of RetroSphere
3.2.1 RetroSphere hardware.Fig. 3(a) shows the prototype of our Retrosphere-enabled AR glass prototype.
RetroSphere uses Stereo PixArt PAJ7025R3 infrared blob tracking cameras [18] which have a very low active
current consumption of 6 mA, high object tracking resolution of4096� 4096, and can track up to 16 IR objects
at a time. The IR trackers support a maximum sampling rate of 200Hz. However, we sample the IR trackers at
100Hz to save power. We ran an initial study and varied the distance between the trackers from 5cm to 15cm in
steps of 1cm and found that both the IR trackers observe all three markers in the Retrore�ective stylus reliably
between 5cm - 13cm. For distances above 13cm, a few markers were unobserved in either of the cameras and this
would greatly a�ect the performance of our 6DoF tracking algorithm. The IR trackers in our AR glass prototype
were separated by a distance of 10 cm. The infrared emitters consist of a circular array of four Optek OP294 [3]
infrared LEDs with low current consumption of only 5 mA. Our prototype uses an ESP32 microcontroller [10]
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Fig. 4. IR LED positioning in our in-
frared emi�ers.

Fig. 5. (a) Diameters of markers A,B,Cvs.3D tracking accuracy and (b) Number of
infrared LEDsvs.field-of-view.

with 512 KB of RAM to perform on-device 6DOF tracking of our RetroSphere stylus. The device is powered via a
1300mAh LiPo battery. The infrared tracking cameras are connected to the ESP32 via I2C ports and powered
through 3.3V output from ESP32. The infrared emitters are also powered through the 5V output from ESP32. The
AR glass prototype is14”5 � 5”05� 112< in dimensions and weighs 62 grams.

3.2.2 RetroSphere stylus.The RetroSphere stylus shown in Fig. 3(c) consists of three retrore�ective spherical
markers (A, B, C) with diameters 10mm, 6mm and 8mm respectively. The stylus is 15cm in length and the distance
between A to B (d2) is 5cm and the distance between B to C (d3) is 10cm. The spheres are arranged in the shape
of an obtuse triangle. The retrore�ective markers are available in diameters of 4mm to 19mm. However, we
considered only the four smallest diameters - 4, 6, 8, and 10mm to achieve a smaller form factor. The authors
conducted an empirical study that evaluated multiple con�gurations of marker diameters by varying the size of
the markers A, B, and C in the stylus. For each diameter con�guration, the 3D tracking accuracy of RetroSphere
was measured and the best diameter con�guration was chosen as shown in Fig. 5(a). Similarly, the distances
between the markers d1, d2, and d3 were chosen through trials to achieve better 6DoF tracking. Although IR
trackers in RetroSphere can track retrore�ective markers irrespective of diameters, the 6DoF estimation pipeline
used in RetroSphere utilizes the geometry of the marker positioning to achieve higher tracking accuracies.

3.3 Infrared LED Positioning
In our prototype, we chose to use a circular infrared LED array emitter for illumination since circular LED arrays
provide more uniform illumination and a better �eld-of-view. Here, the �eld-of-view represents the diagonal
dimensions of the measurement �eld observed by the infrared trackers in the stylus plane. RetroSphere uses
�xed IR LED illumination (5mA LED current) and doesn't require special lighting patterns. For determining the
number of LEDs required in each infrared emitter array, we arranged eight infrared LEDs in a circular pattern
and calculated the approximate �eld-of-view achieved by the infrared LEDs by switching them on one by one.
Fig. 5(b) shows how the �eld-of-view obtained increases with the number of LEDs. With four infrared LEDs, we
achieve our desired �eld-of-view of 120 degrees which is enough to capture 3D user interactions for smartphone
applications. Since the number of IR LEDs also directly a�ects the power consumption of the device, we choose
four LEDs to achieve a satisfactory trade-o� between the �eld-of-view and the power consumption. Fig. 4 shows
our �nal IR LED emitter design in which our infrared LEDs are separated from each other by 90 degrees and
achieve a �eld-of-view of 120 degrees. Each of our IR LEDs is driven by a forward current of 5 mA and can
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Fig. 6. Illustration of our camera model for tracking our retroreflective stylus.

illuminate our retrore�ective controller up to a distance of 120cm. A distance of 1 meter is enough for user
interactions with a controller since the average human arm length is only 63.5 cm and ranges between 40cm to
105cm [12].

3.4 RetroSphere 6DoF Tracking Algorithm
The 6DoF tracking approach used in RetroSphere consists of three stages as follows:

(1) An automatic calibration procedure for calibrating the stereo infrared camera setup.
(2) A simple stereo depth estimation approach to compute the 3D position of the three retrore�ective spheres

present in the stylus.
(3) A 6DoF estimation algorithm to estimate the orientation of RetroSphere stylus.

3.4.1 Automatic Calibration Procedure.For calibrating the stereo infrared cameras, the most well-known solution
would be to use the canonical chessboard pattern-based calibration [26]. However, such a calibration setup is
quite cumbersome for novice users to replicate when a calibration drift occurs. Thus, RetroSphere adopts an
automatic calibration procedure from Wanget al.[61], in which the stereo camera setup is calibrated when the
RetroSphere stylus is waved in mid-air for 30 seconds. If in a stereo camera setup, both cameras synchronously
observe a 1D object (e.g., a stylus) undergoing at least 6 times general motions, the intrinsic parameters and
the relative pose of both the cameras can be calibrated [61]. The original automatic calibration [61] has been
designed for RGB cameras and a stylus with three collinear markers on the same straight line. We developed a
modi�ed version of the automatic calibration procedure [61] which makes use of just the 3 marker coordinates as
well as geometrically non-collinear marker positions locations in our stylus. Fig. 7 shows the high-level overview
of our automatic calibration procedure. The steps involved in the calibration procedure are summarized below:
(a) Waving the stylus in mid-air for 30 seconds The user waves the stylus in mid-air for 30 seconds, as the
ESP32 continuously observes the 2D positions of three collinear retro-re�ective spherical markers¹�• �• � º of the
RetroSphere stylus from both left and right IR tracking cameras.

(b) RetroSphere camera model - As shown in Fig. 6 representing the standard pinhole camera model of our
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RetroSphere hardware, the controller is shown as the line segment ABC (! ��� ) with the 2D and 3D marker
locations represented as»G•~¼) and »-• .• / ¼) respectively.

Let 0•1•2represent the 3 marker locations of the retrore�ective controller being captured by the infrared
cameras. Given the image pointsf08 9•18 9•28 9j9= 1•2• ”””=•8= !• ' gof the retrore�ective controller from the left
and right infrared trackers under the8C� image frame. Our calibration algorithm aims to compute the metric
projection matrix under the left camera coordinate system as follows:

(
P¹eº

L = KL jRL jtL

P¹eº
R = KRjRRjtR

(1)

The left and right camera matrices can be obtained linearly. Firstly, the vanishing points of the markers in the
controller are computed. We then compute the in�nite homographies between the cameras. Using the in�nite
homographies, the a�ne projection matrix and the metric projection matrix can be computed. Unlike existing
calibration methods, this method does not require a calibrated base camera and can be done automatically without
the need for a calibration board or object.

(c) A�ne calibration - As the user waves the stylus in mid-air for 30 seconds, the correspondence of the image
points f08 9•18 9•28 9j9= 1•2• ”””=•8= !• ' gcan be established by identifying the unique marker size for each marker
in our retrore�ective stylus. As we know the geometry of the retrore�ective stylus, the vanishing points(E8•9) of
the line! ��� in both left and right cameras can be obtained. The simple ratio of the marker positions� , � , and�
is given by,

simple¹Aj•Bj•Cjº = 31•32 (2)

where31 = k� � � k and32 = k� � � k. The cross ratio of the points
�
Aj•Bj•Cj•Vj1

	
is also31•32 whereVj1 is the

in�nite point of line ABC. Since the perspective transformation preserves the cross ratio, the vanishing points
can be obtained from the linear constraints onE8 9as follows:

cross¹Aj•Bj•Cj•Vij º = 31•32 (3)

The homographies and the image points can be obtained from the image point correspondence between
vanishing points and the in�nite homographies. With the homographies and the image points, the projective
reconstruction of the 2D points and the camera can be easily computed using the technique of projective re-
construction with planes. Solving the a�ne camera matrices computed with homographies provides the a�ne

reconstruction of the 2D marker locations
n
A ¹aº

j •B¹aº
j •C¹aº

j

o
.

(d) Metric calibration - The a�ne projection matrix is used to compute the metric projection matrices. The
metric reconstruction of the image points can be solved to computeK0, the intrinsic parameter of the left infrared
camera.

As we already know that
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 = 32, we can obtain the linear constraints for

obtaining 0 as follows:
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wherel = K� T
0 K� 1

0 . We can obtainl from solving 18 andK0 is obtained from the Cholesky decomposition of
l � 1. FromK0¹KLº, we can obtain the intrinsic parametersKR, the rotation matrices, and translation matrices
using QR decomposition of the metric projection matrix(10).
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Fig. 7. Auto-calibration algorithm employed in Retro-
Sphere.

Fig. 8. Overview of RetroSphere's Stereo depth estimation
pipeline.

In our current prototype, we make use of the button on ESP32 to begin a calibration session of 30 seconds
during which the user waves the RetroSphere stylus in mid-air while they are holding their head still. The
automatic calibration procedure achieves an average RMS re-projection error of� 1”4 pixels for a4096� 4096IR
tracker resolution.

3.4.2 Stereo Depth Estimation Pipeline.Fig. 8 shows a high-level overview of our stereo depth estimation pipeline.
Firstly, the left and right infrared cameras capture the 2D position of the three retrore�ective spheres¹�• �• � º
present in the stylus with respect to their own camera planes denoted by¹Gleft•~leftº and¹Gright•~rightº respectively
for each marker. For each marker, the IR trackers provide both the 2D coordinates as well as the size of the marker.
Since each marker is of a di�erent diameter, the size parameter of each detected marker in the IR tracker helps to
successfully match correspondences between each marker.

For each pair of matched markers,¹Gleft•~leftº and ¹Gright•~rightº are undistorted with the help of optimal
camera matrix and camera intrinsic parameters obtained from stereo camera calibration. Since there is point
correspondence between the two coordinates¹Gleft•~leftº and¹Gright•~rightº, we directly compute disparity between
2D coordinates of the each retrore�ective sphere in the left and right infrared camera. The disparity3 is computed
as the sum of absolute di�erences between the two coordinates,

3 =



 Gleft � Gright




 ¸




~left � ~right




 (5)

Once the disparity is obtained, we compute the 3D position of each marker using the following perspective
projection equation [35]:
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/ = 5 � � •3 (7)

where5 is the focal length obtained from camera calibration (in pixels),� is the baseline separation between the
stereo cameras (in centimeters) and3 is the disparity (in pixels). Using the above equations, the disparity can be
reprojected back to real-world 3D point¹G•~• Iº. Our depth estimation procedure requires very little compute and
can be easily implemented and run on a tiny microcontroller, such as ESP32. At the end of our depth estimation
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procedure, we will obtain the 3D positions of all the three retrore�ective spheres present in our RetroSphere
stylus.

3.4.3 Kalman filtering of raw depth values.RetroSphere is designed for user interaction with a smartphone
or lightweight AR glasses in which the user is always very close to the infrared cameras. For smooth 3D user
interaction, unpredictable jitter caused by sensor noise and depth estimation errors is not desired. Therefore,
we �lter the raw depth values with a Kalman �lter [42], which has been shown to perform well for depth
stabilization [23]. Kalman �lter works by recursively predicting the next z-value state and correcting it with only
the present z-value and a previously measured estimate of the z-value. It does not require any additional history
of the system and can run faster in real-time. The Kalman �lter further smoothens the depth assuming that the

Fig. 9. 3D positions of our controller before and a�er Kalman filtering of depth values.

depth of the retrore�ective stylus changes slightly between two successive frames. Figure 9 shows a 3D plot of
our RetroSphere stylus before and after Kalman �ltering. We �nd that the Kalman �lter smoothens the depth
value and improves the visualization of our stylus movements.

3.4.4 Estimating 6DoF Orientation of the RetroSphere Stylus.From the stereo depth estimation pipeline, we obtain
the reconstructed 3D positions of all three retrore�ective markers¹�• �• � º present in the RetroSphere stylus.
We need to measure the rotation and translation matrices to perform 6DoF tracking of the stylus. Theoretically,
we know that at least three corresponding marker pairs (an object marker and the corresponding reconstructed
marker) must be known for the successful determination of the rotation. In the RetroSphere Stylus, we have
3D positions of exactly three markers thereby aiding in easier 6DoF tracking. The reconstructed markers are
then matched with their corresponding object markers using the size as well as the triangular geometry of the
markers¹�• �• � º in the RetroSphere stylus. We compute the rotation (R) and translation (t) matrices from the
three marker positions(real-world coordinate frame) and compare them with the object markers (coordinate
frame of the stylus). If for every marker pair

k~8 � ¹ RG8 ¸ tºk Ÿ tolerance• 8 82 f1•2•3g• (8)

then the determined transformation parameters are correct and the 6DoF pose of the RetroSphere stylus could be
successfully determined. Here,~8 refers to the 3D position of8th marker andG8 refers to position of the the8th
object marker.

3.5 Neural Network-based Occlusion Correction
With traditional triangulation, all three retrore�ective markers must be in view of each camera to estimate
the 6DoF orientation of the controller. If even a single marker position is missing due to hand occlusion, the
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Fig. 10. Neural network-based occlusion prevention algorithm for estimating the 3D coordinates of markers being occluded
by hand.

triangulation algorithms would not be able to provide the 6DoF orientation. As RetroSphere relies on small
retrore�ective markers, individual markers can be brie�y occluded while operating RetroSphere. To enable
seamless triangulation, we develop a neural network-based occlusion correction procedure.

The RetroSphere stylus is designed in a way that the outer marker facing the AR glasses can never be occluded.
RetroSphere stylus is meant to be used with only one hand like other AR/VR controllers. Under this assumption,
there are only cases of marker occlusion to be handled - (a) A single marker is occluded and (b) Two markers
are being occluded. We employ a lightweight neural network-based 3D coordinate estimation approach for the
occluded 3D markers. Since the geometrical relationship between the markers is well established in our approach,
neural networks can very well estimate the 3D coordinates of the occluded markers from the observed/unoccluded
markers. Our occlusion correction approach does not support occlusions caused by both hands since our stylus
is only meant for single-handed usage. The details of the occlusion correction approach (see Fig. 10) used in
RetroSphere are summarized below:

(1) The AR glasses integrated with RetroSphere hardware capture the marker positions and �nd how many
markers are observed in the frame.

(2) If all the three markers are visible , there is no occlusion and the 3D coordinates of all the markers are
estimated using our stereo depth estimation pipeline. From the 3D coordinates of the markers, the 6DoF
orientation of the stylus can be estimated.

(3) If only two markers are visible , a single marker has been occluded and the 3D coordinates of the
two observed markers are estimated using the stereo depth estimation pipeline. We then pass the 3D
coordinates of the two observed markers along with their marker IDs to a neural network that estimates the
3D coordinates of the occluded marker. As shown in Fig. 3 (c), the smallest marker (B) is in the middle, the
next smallest marker (C) is farther from marker (B) and the larger marker (A) is closer to marker (B). Since
we know the 3D coordinates of the two observed markers - (1) If the ratio between the pixel area of the
markers is greater than 4, we identify the bigger marker as marker (A) and the smaller marker as marker
(C). (2) If the ratio between the pixel area of the markers is between 2 and 3, we identify the bigger marker
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as marker (C) and the smaller marker as marker (B). (3) If the ratio between the pixel area of the markers is
lesser than 2, we identify the bigger marker as marker (A) and the smaller marker as marker(B). The pixel
area thresholds were estimated empirically based on observing the marker coordinates at multiple depths.
We use a two-layer fully connected neural network with 128 neurons and 64 neurons. Both the hidden
layers use the sigmoid activation function. For the output layer, we employed a linear activation function.

(4) If only one marker is visible , two markers have been occluded and the 3D coordinates of the observed
marker are estimated. Given two observed markers, we only need their 3D coordinates to estimate the
position of the third marker since the geometry of the RetroSphere stylus allows neural networks to decode
the position of the single occluded marker. On the other hand, the same cannot be valid for two occluded
markers, since it is hard to estimate the 3D position of the unoccluded markers from the 3D position of a
single marker. However, we know the 3D coordinates of markers from the previous time frames and thus,
make use of it to predict the projectile of the hand movements to estimate the 3D coordinates of the two
occluded markers. We compute the distance between the 3D coordinates of the observed marker and the
3D coordinates of all three markers observed in the previous frame. The marker ID of the closest marker in
the previous frame is assigned to the observed marker since the position of the markers doesn't change
signi�cantly between frames owing to the fact that human hand movement speed [27] is much slower than
the sampling rate(100Hz) of the PixArt IR tracker. Therefore, we pass the 3D coordinates of the observed
marker along with its marker ID and the 3D coordinates of all 3 markers for the previous 5 seconds to a
neural network that estimates the 3D coordinates of the two occluded markers. We used a two-layer fully
connected neural network with 256 neurons and 128 neurons. Both the hidden layers used the sigmoid
activation function. For the output layer, we employed a linear activation function.

Training Details - For training both of our neural networks, we collected real-time data from 15 participants.
Each participant was asked to wear our RetroSphere-enabled AR glasses mockup and randomly wave the stylus
in mid-air for 10 minutes. The 3D coordinates of the markers estimated by the RetroSphere stylus in each frame
were sent via Bluetooth to a PC. The data from 10 participants were used to train the neural network and the
data from the remaining 5 participants were used for testing its accuracy. We discarded all the time frames where
markers were missing. The participants recruited for this study were not invited for subsequent evaluations in
section 4.1.1.

For training the neural network for correcting single marker occlusion, we randomly dropped one of the
markers in each 3D coordinate and passed it as input to the neural network. The maximum occlusion duration
was 69s and 72s in the training and test data respectively. The input and output pairs will be the 3D coordinates of
the two markers along with their marker IDs and the corresponding 3D coordinate of the dropped marker. During
testing, we found out that our neural network model obtained98.2%,98.6%, and 97.4%accuracy in predicting the
X, Y, Z coordinates respectively of the occluded/dropped marker. For training the neural network for handling
two marker occlusion, we randomly dropped two of the markers in each 3D coordinate and passed them as input
to the neural network. The input and output pairs will be [3D coordinates of the marker along with its marker
ID + 3D coordinates of all 3 markers from the image frames from the previous 5 seconds, the corresponding 3D
coordinates of the two dropped markers]. During testing, we found out that our neural network model obtained
95.2%, 95.6%, and 94.2%accuracy in predicting the X,Y,Z coordinates respectively of the occluded/dropped
markers. The models were trained o�ine using TensorFlow and the trained models were deployed on an ESP32
microcontroller using the TF-Lite library to perform online neural network inference. The high e�ciency of our
occlusion correction approach is demonstrated against ground truth LIDAR data in section 4.

It is very evident that the compute involved in RetroSphere's 6DoF tracking solution is very sparse and thereby
takes only 15 ms (achieving a 66 FPS 6DoF tracking) to run on an ESP32 microcontroller, achieving a low latency
desirable for an AR 3D input.
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Fig. 11. Experimental setup of RetroSphere-enabled glasses-like prototype a�ached with an Intel L515 LIDAR sensor for
ground truth 3D measurements.

4 RESULTS AND EVALUATION

4.1 Tracking Accuracy
4.1.1 Evaluation Procedure.We evaluate the tracking accuracy of RetroSphere using data collected from users
who we invited to try our RetroSphere-enabled AR glasses prototype. We do this to provide a practical estimate
of RetroSphere's performance under real-world conditions involving di�erent head sizes, �exibility, and changes
in environmental factors. We recruited 20 participants (11 M, 4 F) with di�erent head sizes to wear our AR
glasses prototype while relaxing in a room to interact with a Unity-based 6DoF visualizer on the monitor.
The head circumferences of the participants ranged between 55-62 cm and our AR glasses mockup �t all the
participants comfortably. The hand length ranged between 61-99 cm with an average hand length of 65 cm. Five
recruited participants had hand lengths greater than 90 cm. The AR glasses mockup was calibrated once using
our auto-calibration procedure before the experiments and the participants were not required to calibrate the AR
glasses.

Fig. 11 shows our experimental setup in which the user is wearing RetroSphere-enabled AR glasses and a small
Intel L515 LIDAR (weighing 360g), which provides the required ground truth 3D information of the retrore�ective
controller to evaluate RetroSphere. The AR glasses prototype in Fig. 11 is slightly modi�ed from the actual
prototype in Fig. 3(a) to make sure the LIDAR sensors can be held �rmly on the prototype. The distance between
the IR trackers is still kept at 10cm to be similar to the actual prototype. The LIDAR Camera is placed on the
same vertical axis as the AR glasses with our RetroSphere cameras. We used a combination of blu tac and glue to
secure the LIDAR sensor on our modi�ed glass prototype.

The data collection was carried out for 15 minutes with each participant. To ensure there is su�cient battery life,
the AR glasses were powered with a 1300 mAh LiPo battery. The participants were asked to naturally move their
controllers for the �rst 5 minutes while being explicitly asked to reach the maximum possible distance between
the AR Glasses on their heads and the controller on their hands. During the remaining 10 minutes, participants
spent 3 minutes on the 3D user interface application (Fig. 22(d)), 3 minutes on the drawing application ( Fig. 22(a)),
and 4 minutes on the mid-air visualization application (Fig. 22(c)). After the data collection, the participants also
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Table 2. The average position and orientation error
among the 20 participants.

6DoF
Parameters

Mean
error

6DoF
Parameters

Mean
error

X (mm) 3.2 Pitch (deg) 4.65
Y (mm) 4.3 Yaw (deg) 6.95
Z (mm) 12 Roll (deg) 4.85

Position tracking
error (mm)

18.5

Orientation tracking
error (deg)

5.85

Table 3. Depth-sensing accuracy of RetroSphere against
state-of-art 3D input tracking.

Depth sensing
controllers

Average error

Kinect [39] 1% (4 cm)
Magic Leap [24] 1% (5 cm)
Intel RealSense D435 [9] 2 mm
POL360 [37] 0.691 cm
Oculus Quest [55] 3.5 mm
RetroSphere 2.4% (� 1.2 cm)

Fig. 12. CDF of 6DoF position of the controller based on data from 20 participants. The do�ed lines represent the mean error
in this graph.

tried out mid-air drawing with the AR glasses prototype for 5 minutes in three di�erent environments - (1) an
indoor environment with natural lights on, (2) an outdoor environment while standing/sitting, and walking, and
(3) a dark room with lights o�. During this time, the ground-truth 6DoF pose of the controller estimated from
the LIDAR and the 6DoF pose of the controller measured by RetroSphere was recorded by a Python program.
Altogether, this resulted in 3.5 hours of synchronized 6DoF tracking measurements of the ground truth LIDAR
and RetroSphere.

4.1.2 Results.� Mean errors : We compared the 6DoF controller tracking accuracy of RetroSphere against the
ground truth 6DoF pose obtained from the Intel L515 LIDAR. Table 2 shows the average 6DoF tracking errors of
RetroSphere against ground truth 6DoF measurements. Positional tracking error is the euclidean distance between
¹G•~• Iº measurements from ground truth and RetroSphere whereas Orientation tracking error is the euclidean
distance between rotation matrices from ground truth and RetroSphere. The results show that RetroSphere has a
mean error of 18.5 mm and 5.85 degrees for position and orientation respectively. Depth(Z) errors are higher
than the X, and Y errors since the IR trackers are known for accurate tracking of 2D coordinates of the markers.
On the other hand, depth tracking accuracy heavily depends on our low compute depth estimation pipeline. The
orientation errors are slightly higher because the RetroSphere stylus uses only three retrore�ective markers to
estimate orientation.
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Fig. 13. CDF of position and rotation errors of the controller based on data from 20 participants. The do�ed lines represent
the mean error in this graph.

Fig. 14. Euclidean positional errors in Cartesian coor-
dinates between RetroSphere and LIDAR ground truth
measurements based on data from 20 participants.

Fig. 15. Box-plots of depth errors against ground truth
depth measurements from LIDAR based on data from
20 participants.

� CDF of errors : The complete error distribution of the 6DoF parameters¹G•~• I•roll•pitch•yawº using data
aggregated from all 20 participants is expressed using a cumulative distribution function shown in Fig. 12. Fig. 13
shows the cumulative distribution of position and orientation errors The CDF shows that the mean position and
orientation tracking error of RetroSphere is very small and well within the acceptable range.
� Depth errors: RetroSphere also performs very well at depth (z) estimation. Fig. 15 shows the box plot of depth
errors in RetroSphere against ground truth depth measurements ranging from 0 to 100cm. We observe that the
errors increase somewhat linearly, indicating that RetroSphere performs almost equally across the full sensing
range of 0 to 100cm. We found that the average depth error ranged between 1.5-2.5% - with a worst-case error of
55mm (5.5%) and a mean error of 22mm (2.2%) at the maximum depth of 100 cm.
� Positional tracking error: Fig. 14 expresses the positional tracking error as a function of the ground truth
depth (Z). We see that the positional tracking error also increases linearly as the depth. This �nding rea�rms
that RetroSphere performs equally across the full sensing range of 0-100 cm. In addition, Fig. 14 helps developers
choose a minimum size for buttons, sliders, dropdowns, or objects based on the desired depth in the 3D virtual UI
to prevent any failure while interacting with the RetroSphere controller.
� Relative motion tracking: Although tracking accuracy is a very signi�cant metric of RetroSphere's perfor-
mance, it is also important for RetroSphere to track relative motion especially when RetroSphere is being used as
an input device. Fig. 16 shows the ground truth and the estimated position of the controller over a time window
of 3 minutes for two di�erent participants. The data of participant 1 on the left has a mean position tracking error
of 3.3 mm whereas the data of participant 2 on the right has a slightly higher position tracking error of 4.6 mm.
Although the errors are slightly higher for participant 2, we can still observe that the relative motion tracked
by RetroSphere still aligns extremely well with the ground truth measurements. We also visualized random
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Fig. 16. Comparison of 3D positional tracking between RetroSphere and ground truth LIDAR for three minutes by two
di�erent participants.

Fig. 17. CDF of 6DoF position of the controller from frames where occlusion has occurred. The do�ed lines represent the
mean error in this graph.

mid-air movements with the RetroSphere stylus made by a single participant. Fig. 21 shows 3D plots of four of
the mid-air interactions (made by a single participant) measured by LIDAR and RetroSphere. We observe that 3D
data obtained from RetroSphere has very high correspondence with the 3D coordinates obtained from LIDAR.
� E�cieny of neural network-based occlusion correction : To demonstrate the e�ciency of our occlusion
prevention algorithm, we detected all the frames from RetroSphere where one or more markers were occluded.
We found out that approximately 5% of the data collected from our user study had one or two markers occluded
by hand occlusion. We then compared the 6DoF position/orientation estimated by our neural network-based
occlusion correction approach against ground truth LIDAR measurements for all the frames where occlusion had
occurred. Fig. 17 shows the CDF of errors for all the 6DoF parameters estimated by our neural network-based
occlusion correction approach. We see that the mean errors being observed in the CDF are very similar to the CDF
of errors obtained with all the data as shown in Fig. 12. We found a maximum and average occlusion duration of
75s and 25s respectively, in the collected data. The 3D positional tracking accuracies were around 90-95% with an
occlusion duration of 55s. However, the accuracy dropped to 88-93% and 86-91% for occlusion duration between
55-67s and 67-75s respectively. Although our occlusion correction approach can still guarantee better accuracies
at longer occlusion duration, the residual errors from the previous frames slightly reduce the accuracy under
longer occlusion durations.
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Fig. 18. CDF of Depth(z), position and orientation errors of the controller under various environmental conditions for 20
participants. The do�ed lines represent the mean error in this graph. (a) Stationaryvs.walking (b) Indoorvs.outdoor and
(c)Lights onvs.Dark room.

� E�ect of environmental changes on RetroSphere's tracking accuracy: To study the accuracy of Ret-
roSphere's tracking under varying environments, we collected data from all the 20 participants under four
conditions: (1) an indoor room with lights on (Indoor/Lights on), (2) an outdoor location while sitting/standing
(Stationary), (3) an outdoor location while walking (Walking/Outdoor) and (4) a dark room with lights o� (Dark
room). Figure 18 shows the CDF of position and orientation errors of 6DoF parameters estimated by RetroSphere
against ground truth LIDAR measurements under all four environments considered in our user study. We can ob-
serve that the CDF is similar for all four environments. RetroSphere works well in both stationary indoor/outdoor
environments as well as moving environments.
� E�ect of lighting conditions: To demonstrate the e�ciency of RetroSphere's tracking accuracy under
varying lighting conditions, we collected data from 10 participants. Each participant used RetroSphere under
�ve conditions for �ve minutes each: (1) dark indoor room at night (� 35lux), (2) dim indoor room with lights
o� in evenings(� 300lux), (3) bright indoor room with lights on (� 950lux), (4) dim outdoors in the evening
(� 7400lux) and (5) bright outdoors during the noon (� 64000lux). The light intensities were measured using the
ambient light sensor using a Google Pixel 3 XL phone. Fig. 19 shows the CDF of position and orientation errors
of 6DoF parameters estimated by RetroSphere against ground truth LIDAR measurements under all �ve lighting
conditions considered in our user study. We observe that the CDFs are very similar for all �ve lighting conditions
indicating the robustness of IR cameras under various lighting conditions.
� E�ect of hand movement velocities: To study the accuracy of RetroSphere's tracking under di�erent
hand movement speeds, we collected data from 10 participants for 5 minutes. During data collection, we asked
the participants to hold the RetroSphere stylus and move their hands - beginning with slow hand speed and
steadily progressing towards their maximum hand speed. The participants were asked to wear an Empatica E4
wristwatch to collect IMU data from which ground truth hand velocities can be estimated. The hand speeds
ranged from 0.1-1.5m/s. Figure 20 shows the CDF of position and orientation errors of 6DoF parameters estimated
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Fig. 19. CDF of position and orientation errors of the controller under various lighting conditions for 10 participants.

Fig. 20. CDF of position and orientation errors of the controller under various hand velocities for 10 participants.

by RetroSphere against ground truth LIDAR measurements under di�erent hand movement speeds. This is due
to the fact that the 66 FPS tracking rate of RetroSphere is faster than the hand movement speed.
� Maximum tracking range supported by RetroSphere: We placed the RetroSphere glasses frames stationary
on the desk and kept moving the stylus away from the RetroSphere glasses to identify the maximum tracking
distance. We found that the maximum tracking distance currently supported by RetroSphere stylus is up to 150cm.
After moving the stylus beyond 150cm, the IR trackers were unable to track the markers since the IR illumination
provided by the IR LEDs is lost at longer distances.

4.2 Comparison of RetroSphere Depth Errors against State-of-the-art AR/VR Controllers
Table 3 shows RetroSphere's depth errors against depth errors obtained from state-of-the-art AR/VR controllers.
Although the depth errors of RetroSphere may be slightly higher than those of other state-of-the-art VR/AR con-
trollers, RetroSphere consumes very little power and can be easily retro�tted to lightweight devices. Kinect [39]
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Fig. 21. 3D points cloud captured with RetroSphere and Intel RealSense LiDAR L515 (ground truth).

uses an infrared laser projector to measure depth with structured light patterns incurring a high power con-
sumption of 5 Watts. Magic Leap [24] has a dedicated depth sensor and infrared emitters resulting in high
power consumption. The Intel RealSense Depth Camera [9] consumes around 3.5W. The light source required for
POL360 [37] would impose a 1 Watt power overhead. Hand tracking in Oculus Quest [55] supports only a battery
life of 2 hours. On the other hand, RetroSphere achieves an average depth error of as low as 1.2 cm (2.4%) over a
tracking range of 100 cm while consuming only 400mW. This includes the power consumption of the tracking
cameras, IR LEDs, and the microcontroller.

4.3 Latency and Power Consumption of RetroSphere
The RetroSphere controller is completely passive and free of any electronics, while the smartphone sensor
attachment is powered through 5V USB output. RetroSphere has three main components. The power consumption
is as follows:

(1) Stereo infrared illuminators, each with 4 IR LEDs. OP294 IR LEDs consume around 5 mA. In total, eight IR
LEDs consume around 40 mA.

(2) Stereo Pixart PAJ7025R3 infrared tracking cameras consume about 8 mA with each camera having a current
consumption of 4 mA@200Hz.

(3) ESP32 microcontroller consumes� 30 mA @ 80MHz.

� Power : We measured the power consumption of RetroSphere using a Monsoon power monitor. RetroSphere
consumes 80 mA during operation and 2 mA during the idle state. During the idle state, the ESP32 goes into a
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Table 4. Comparison of RetroSphere and ARPen in terms of power and latency. RetroSphere is at least 10X power-e�icient
and 1.5X faster than ARPen.

Power Consumption (mW) Latency (ms)

Dodecapen / ARPen

Input Resolution
(Megapixels)

Power
(mW)

Mask kernel
pixel width

Power
(mW)

Input Resolution
(Megapixels)

Latency
(ms)

Mask kernel
pixel width

Latency
(ms)

0.2
4200
(10X)

2
4200
(10X)

0.2 22 2 22

0.4
4800
(12X)

4
4325
(11X)

0.4 29 4 26

0.6
5000

(12.5X)
6

4500
(11X)

0.6 36 6 29

0.8
5400

(13.5X)
8

4600
(11.5X)

0.8 42 8 34

1.0
5600
(14X)

10
4800
(12X)

1.0 48 10 38

RetroSphere Idle Mode 0
15

Active mode 400

light sleep with an average current consumption of 0.8 mA. Therefore, RetroSphere only consumes 80 mA X 5
Volts = 400 mW during operation and can be easily used as an o�-the-shelf hardware attachment for lightweight
AR devices.

RetroSphere consumes very little power compared to the mainstream commercial VR headsets. As for passive
3D input solutions for smartphones, Dodecapen [64] and ARPen [59] achieve the state-of-art performances.
However, ARPen requires a smartphone camera and associated image processing compute for tracking a pen-like
stylus with cubic �ducial markers. To estimate the power consumption of ARPen, we ran the open-source ARPen
application on an iPhone 12 and measured only the power consumed by the smartphone's CPU and camera for
ARPen tracking under di�erent tracking con�gurations. Table 4 shows that RetroSphere achieves1

12”5� � 1
10�

power compared to ARPen.
� Latency : RetroSphere's 6DoF tracking runs on-device on the ESP32 microcontroller running at 80MHz.
The time consumed by the 2 stages in RetroSphere 6DoF tracking are- (a) 3D position estimation of the three
retrore�ective markers present in the stylus takes 9.5 ms and (c) 6DoF estimation of the stylus consumes 5.5ms.
In total, RetroSphere achieves a low latency of only 15 ms (supporting a frame rate of 66 FPS similar to the 60
FPS tracking rate supported by Oculus Quest 22). We ran ESP32 at a low clock frequency to save power and
latency can be improved further by running the microcontroller at a higher clock frequency. Table 4 shows
that ARpen achieves a minimum latency of only 22ms while running on a powerful smartphone. The sparse
computation involved in RetroSphere 6DoF tracking helps in achieving better latency even when being run on a
microcontroller.

5 APPLICATIONS AND USE CASES

5.1 AR Glasses Application Demonstrations with RetroSphere
RetroSphere can provide low-cost and reliable 3D input in a self-contained form factor, which is well suited for
AR applications running on a smartphone or AR glasses. In this section, we demonstrate a few Unity applications
that run on a laptop while our RetroSphere-enabled AR glasses continuously track the 6DoF position of the
RetroSphere stylus and send them to the laptop via Bluetooth at a tracking rate of 66 FPS. The BLE connection was
con�gured to provide a throughput of 1MB/s. In the future, we could use RetroSphere's output with applications
running directly on AR glasses.

2Hand tracking in Oculus Quest 2: https://uploadvr.com/quest-2-high-freqency-hand-tracking/
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Fig. 22. (a) A hand-wri�en note taken using RetroSphere overlaid against the ground truth note. (b) RetroSphere can enable
the user to take notes or draw on almost any flat surface or a wall. (c) Unity visualization app for visualizing 3D mid-air
drawings when using RetroSphere. and (d) RetroSphere can enable AR glasses to interact easily with 3D user interfaces in
the virtual world.

5.1.1 AR 2D/3D drawing.RetroSphere can transform any �at surface into a 2D digital drawing or writing canvas
by leveraging the distance between the stylus and the closest surface. Fig. 22 (b) demonstrates a Unity application
in which the user writes on the �at surface of a table with our RetroSphere stylus and the Unity application
running on the laptop visualizes the 6DoF position of the stylus along with the digitized text �whiteboard�.
Fig. 22 (a) shows a sample digital note taken by RetroSphere against the ground truth note and we can observe
that they have very high correspondence, since this application only requires 2D input, the depth is kept �xed at
the writing surface.

Digital drawing can also be extended to free-space 3D and used in XR applications such as Geollery [29, 30]
and CollaboVR [36]. RetroSphere provides absolute 6DoF position tracking of the controller relative to the sensor,
thus allowing the user to paint or write at di�erent depths. Fig. 22 (c) demonstrates an application in which the
user can perform mid-air drawings and the Unity application visualizes strokes made using the RetroSphere
stylus with depth represented using a depth colormap. In the future, RetroSphere could also enable volumetric
3D sculpting [34] for drawing 3D cartoons and objects.

5.1.2 3D User Interfaces.3D input can be used to press 3D buttons and control other spatial elements, such as
sliders and dials. Fig. 22 (c) shows a Unity application that places buttons, sliders, and dropdowns at di�erent
depths in a virtual room and the user makes use of his RetroSphere stylus to interact with the 3D user interface.
We make use of the rate of change in the depth to identify button press or select a slider/dropdown menus using
the RetroSphere stylus. Fig. 14 shows the average positional tracking errors at multiple depths and developers can
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make use of Fig. 14 to determine the minimum size of 3D UI elements based on their desired depth placements -
thereby getting rid of stylus interaction failures. For instance, if a developer wants to place a slider at 50cm depth
in the UI, he/she can keep the size of the slider to be at least1”5� 1”5 cm since the positional tracking errors were
1.5cm at a depth of 50cm.

Fig. 23. Shape tracing of various objects by RetroSphere and a LIDAR for ground truth. The green line represents the edges
traced by the RetroSphere controller and the ground truth 3D image is obtained from the LIDAR camera.

5.1.3 3D AR Measurements.With the same experimental setup as shown in Fig. 11, we made use of the Retro-
Sphere stylus to trace the shape of indoor objects by moving the RetroSphere stylus along the edges of the object.
The 3D coordinates of the RetroSphere stylus were measured by LIDAR and RetroSphere simultaneously. We
recruited 3 participants to use our RetroSphere stylus to trace the shapes of 5 objects. The 8mm marker in the
RetroSphere stylus was used to trace the shape of the objects. Fig. 23 shows 3D plots of the object shapes traced

Fig. 24. Positional tracking errors in millimeters measured
against LIDAR readings.

Fig. 25. Subjective measures - comfort, perceived speed, ease
of interaction, and user preference for RetroSphere from 20
participants.
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